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Alupercha Fall
Protection
Personal overhead fall protection system designed to 
be installed by hand. An industry leading product that
protects workers against falls from heights. Specially
useful for perimeters and during the decking of
horizontal form work.

Thanks to the lightweight design (just 42 lbs), the
Alupercha can be installed easily and fast without the
need of a crane. Quick and easy set up reduces costs
and time!

An Efficient overhead fall protection system for use 
during form-work decking process, installation of 
guardrails, gallows type safety nets, form-work risers, 
and all formwork assembly activities. Use for all work 
that entails the risk of falling from heights. System can 
be carried out in an entirely safe manner. With an easy 
and simple assembly process, it can be installed by a 
competent person.

Fully compatible with all the Alsipercha
accessory products.

FEATURES
1. Lightweight structure weighing just 42 lbs., made of
 high-quality elastic aluminum.
2. To be maneuvered and installed by a single person
 with no lifting equipment or the need of crane.
3. A built-in energy absorber device reduces forces
 transmitted to the structure and to the user.
4. Inverted “L” shaped and 100% aluminum
 structure measuring 6’-7” long and 10’-2” high
 (7’- 4” when attached to the column).
5. Allows the operator to work safely covering an area  
 of 1345.49 ft.2
6. Move within a radius of 18 ft. around the
 vertical boom.
7. Alupercha housing steel tube measuring
 33-1/2” long.
8. A system designed for columns spaced up to 26’-2”.

ANSI/CSA Engineered according to ANSI Z359.6 and
CSA Z259.1 standards.

See reverse side for
additional specifications
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Alsipercha Part Descriptions

ALUPERCHA - “L” FRAME
Lightweight one person use installation, with all
aluminum frame. Three components are required
to properly use the Alupercha “L” frame fall
arrest device.

“L” Frame Assembly Part ID: 13914 
Hook Part ID: 13913  

ALSIPERCHA/ALUPERCHA - CONICAL CONE
Three components are required to properly use
the Alsipercha Conical Cone Frame attachment.

Column Clamp (x2) Part ID: 13893
Column Clamp Sleeve Part ID: 13894
 

LEVELING ELEMENT
Component that is introduced into

the cast-in tube, in order to ensure it’s
vertical and prevents the housing tube from
rising under the pressure of the concrete.  

Part ID: 13897
 

TRIPOD
Component that supports

and stabilizes the Alsipercha.

Part ID: 13892
 

CONICAL TUBE
Component that is cast into

the concrete column and
houses the Alsipercha fall

arrest system.  

Part ID: 13890
 

Informational
Video’s

“L” Frame TripodColumn Clamps Conical Tube
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Alsipercha Individual Part Descriptions
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ALSIPERCHA
Inverted “L” shaped unit,
anchored in the column.
Dimensions: 14’-3” x 8’x2”
Weight: 177 lbs.
Part ID: 13891
 

HOOK
Component used to bring the
Alsipercha fall arrest system
closer to the worker when
changing the anchorage.
Dimensions: 9’-4” x 6” 
Weight: 4.5 lbs.
Part ID: 13896
 

SLING
An essential component
used to move the assembly
with a crane, to take it to
the column, or remove it
once the work is complete.  
Dimensions: 9’ x 2”  
Weight: 1.5 lbs.
Part ID: 13910
 

LEVELING ELEMENT
Component that is introduced into
the cast-in tube, in order to ensure it’s
vertical and prevents the Housing
Tube S.A. from rising under the
pressure of the concrete.  
Dimensions: 3’ x 4”
Weight: 9 lbs.
Part ID: 13897
 

TRIPOD
Component that supports
and stabilizes the Alsipercha.
Dimensions: 10’’ round folded
Weight: 216 lbs.
Part ID: 13892
 

COLUMN CLAMP
(two required)
Column clamp to anchor the
Alsipercha body to steel wide
flange columns (with dimensions
from 6 to 18 inches)
Dimensions: 2’ x 6”
Weight: 13 lbs.
Part ID: 13893
 

COLUMN CLAMP SLEEVE
Accessory that serves as housing
for the Alsipercha main body.
Dimensions: 6” 
Weight: 3 lbs.
Part ID: 13894
 

CONICAL TUBE
Component that is cast into
the concrete column and
houses the Alsipercha fall
arrest system.  
Dimensions: 3’ 
Weight: 6 lbs.
Part ID: 13890
 


